Methode’s CTI line of Wall Mount (Deep) Enclosures feature increased depth and weight capacity to accommodate servers and larger pieces of equipment. The Wall Mounts are designed to offer user convenience, but are still able to be configured with accessories (shelves, dust kits, power strips) to accommodate a variety of equipment.

Wall Mount (Deep) Enclosures have the following weight capacities:
- 1100WMD, 11 RU, 250 lbs.
- 1800WMD, 18 RU, 300 lbs.
- 2500WMD, 25 RU, 350 lbs.

**ME WALL MOUNT (DEEP) ENCLOSURES**

**Construction**
- Three “piece” sectional design
- Center swing section to allow access to back of equipment
- Reversible mounting for right or left hand swing

**Cable Management**
- 1 – 4” conduit knockouts on top and bottom of rear section
- 1 – 4” conduit knockouts on center of rear section
- A variety of 19” cable organizers (optional)

**Cooling and Power**
- Knockouts on top and bottom to accept fan assembly
- Vented sides to allow natural airflow
- 19” rack mount power strips (optional)

*For more information on accessories for this product, please contact your Methode/CTI representative.*
Wall Mount (Deep) Enclosures are provided standard with a plexi front door. Should your needs require a custom version of any standard Wall Mount (Deep) Enclosure platform, please contact your Methode Electronics representative. We can develop a custom solution to meet your specific requirements. (Extended lead times on custom product configurations may apply.)

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Height</th>
<th>Width</th>
<th>Depth</th>
<th>RU</th>
</tr>
</thead>
<tbody>
<tr>
<td>ME-1100WMD-2432</td>
<td>24&quot;</td>
<td>24&quot;</td>
<td>32.13&quot;</td>
<td>11</td>
</tr>
<tr>
<td>ME-1800WMD-2432</td>
<td>36&quot;</td>
<td>24&quot;</td>
<td>32.13&quot;</td>
<td>18</td>
</tr>
<tr>
<td>ME-2500WMD-2432</td>
<td>48&quot;</td>
<td>24&quot;</td>
<td>32.13&quot;</td>
<td>25</td>
</tr>
</tbody>
</table>

www.methode.com/data
(888) 446-9175